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Congratulations! 

You have chosena DEWALT Power Tool. Years of 
experience, thorough product development and 
innovation make DEWALT one of the most reliable 
partners for professional Power Tool users. 


Technical data 























DW303 
Voltage V 220-240 
Power input W 701 
No load speed min” 0-2,400 
Stroke length mm 29 
Cutting capacity in wood/ 
metal profiles/metal tubes mm 300/130/130 
Blade holder universal 
Weight kg 2.9 


General Power Tool Safety Warnings 


WARNING! Read all safety warnings 
AN and instructions. Failure to follow the 

warnings and instructions may result in 

electric shock, fire and/or serious injury. 


SAVE ALL WARNINGS AND INSTRUCTIONS 
FOR FUTURE REFERENCE 


1) WORK AREA SAFETY 

a) Keep work area clean and well lit. Cluttered 
or dark areas invite accidents. 

b) Do not operate power tools in explosive 
atmospheres, such as in the presence of 
flammable liquids, gases or dust. Power 
tools create sparks which may ignite the dust 
or fumes. 

c) Keep children and bystanders away while 
operating a power tool. Distractions can 
cause you to lose control. 


2) ELECTRICAL SAFETY 

a) Power tool plugs must match the outlet. 
Never modify the plug in any way. Do not 
use any adapter plugs with earthed 
(grounded) power tools. Unmodified plugs 
and matching outlets will reduce risk of electric 
shock. 

b) Avoid body contact with earthed or 
grounded surfaces such as pipes, 
radiators, ranges and refrigerators. There is 
an increased risk of electric shock if your body 
is earthed or grounded. 
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c) Do not expose power tools to rain or wet 
conditions. Water entering a power too! willl 
increase the risk of electric shock. 

Do not abuse the cord. Never use the cord 

for carrying, pulling or unplugging the 

power tool. Keep cord away from heat, oil, 
sharp edges or moving parts. Damaged or 
entangled cords increase the risk of electric 
shock. 

e) When operating a power tool outdoors, 
use an extension cord suitable for outdoor 
use. Use of a cord suitable for outdoor use 
reduces the risk of electric shock. 


d 


s 


3) PERSONAL SAFETY 

a) Stay alert, watch what you are doing and 
use common sense when operating a 
power tool. Do not use a power tool while 
you are tired or under the influence of 
drugs, alcohol or medication. A moment of 
inattention while operating power tools may 
result in serious personal injury. 

b) Use personal protective equipment. 
Always wear eye protection. Protective 
equipment such as dust mask, non-skid 
safety shoes, hard hat, or hearing protection 
used for appropriate conditions will reduce 
personal injuries. 

c) Prevent unintentional starting. Ensure the 
switch is in the off position before 
connecting to power source and/or battery 
pack, picking up or carrying the tool. 
Carrying power tools with your finger on the 
switch or energising power tools that have the 
switch on invites accidents. 

d) Remove any adjusting key or wrench 
before turning the power tool on. A wrench 
or a key left attached to a rotating part of the 
power tool may result in personal injury. 

e) Do not overreach. Keep proper footing and 
balance at all times. This enables better 
control of the power tool in unexpected 
situations. 

f Dress properly. Do not wear loose clothing 
or jewellery. Keep your hair, clothing and 
gloves away from moving parts. Loose 
clothes, jewellery or long hair can be caught in 
moving parts. 

9) If devices are provided for the connection 
of dust extraction and collection facilities, 
ensure these are connected and properly 
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used. Use of dust collection can reduce 
dust-related hazards. 


4) POWER TOOL USE AND CARE 

a) Do not force the power tool. Use the 
correct power tool for your application. 
The correct power tool will do the job better 
and safer at the rate for which it was 
designed. 

b) Do not use the power tool if the switch 
does not turn it on and off. Any power 1007 
that cannot be controlled with the switch is 
dangerous and must be repaired. 
Disconnect the plug from the power 
source and/or the battery pack from the 
power tool before making any adjust- 
ments, changing accessories, or storing 
power tools. Such preventive safety 
measures reduce the risk of starting the 
power tool accidentally. 

Store idle power tools out of the reach of 

children and do not allow persons 

unfamiliar with the power tool or these 
instructions to operate the power tool. 

Power tools are dangerous in the hands of 

untrained users. 

e) Maintain power tools. Check for misalign- 
ment or binding of moving parts, breakage 
of parts and any other condition that may 
affect the power tool’s operation. If 
damaged, have the power tool repaired 
before use. Many accidents are caused by 
poorly maintained power tools. 

f Keep cutting tools sharp and clean. 
Properly maintained cutting tools with sharp 
cutting edges are less likely to bind and are 
easier to control. 

g) Use the power tool, accessories and tool 
bits etc., in accordance with these 
instructions taking into account the 
working conditions and the work to be 
performed. Use of the power too! for 
operations different from those intended could 
result in a hazardous situation. 
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5) SERVICE 

a) Have your power tool serviced by a 
qualified repair person using only identical 
replacement parts. This will ensure that the 
safety of the power tool is maintained. 
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Additional Specific Safety Rules 


Hold tool by insulated gripping surface when 
performing an operation where the cutting tool 
may contact hidden wiring or its own cord. 
Contact with a “live” wire will make exposed matal 
parts of the tool “live” and shock the operator. 


WARNING: Some dust created by power 

A sanding, sawing, grinding, drilling, andother 
construction activities contains chemicals 
known to cause cancer, birth defectsor other 
reproductive harm. Some examples of these 
chemicals are: 


elead from lead-based paints, 


ecrystalline silica frombricks and cement and other 
masonry products, andarsenic and chromium from 
chemically-treated lumber (CCA). 

Your risk from these exposure varies, depending on 
how often you do this type ofwork. To reduce your 
exposure to these chemicals: work in a well 
ventilated area, andwork with approved safety 
equipment, such as those dust masks that are 
speciallydesigned to filter out microscopic particles. 


e The label on your tool may include the following 


























symbols: 

MW eaten Baris 이 volts 

E E AE ampères 

Aae hertz 

|, Renee ee eee N, watts 

Meissenin minutes 

Aintree alternating current 

eee eee direct current 

ce une no load speed 
we Class II Construction 

Pe ag) 00000 revolutions or reciprocation per 

@) nino earthing terminal 

A eesrenenenen safety alert symbol 


Switch (Variable Speed) 

The variable speed trigger switch (Fig. 1A) will give 
you added versatility. The furtherthe trigger is 
depressed the higher the speed of the saw.To turn 
the tool “OFF” releasethe trigger. 


WARNING: Use of very slow speed is 

A recommended only for beginning a 
cut.Prolonged use at very slow speed may 
damage your saw. 


Blade Clamping 
/ WARNING: Turn off and unplug saw. 


To install blade into saw: 

1. Loosen set screw (Fig. 2A) in blade clamp 
(Fig. 1C). 

2. Insert blade shank (Fig. 2B) from the front 
between the reciprocating shaft and the blade 
clamp (Fig. 2D). Locate hole in blade over pin 
(Fig. 2C) on reciprocating shaft. The pin is 
specially designed to prevent the clamp from 
coming off when set screw is loosened. 

3. Tighten set screw. If the blade should break off 
and the shank does not come out of the clamp, 
be sure the set screw is loose and eject the 
shank with a nail or pointed object. 


WARNING: THE BLADE GUARD (FIG. 1D) 
IS THERE FOR YOUR SAFETY. 
DO NOT REMOVE IT. 


Flush- To Cuting 

The compact design of the saw motor housing and 
spindle housing permits extremely close cutting to 
floors, cornes and other difficult areas (Fig. 3). 


WARNING: When sawing into wails, floors 
A or wherever “live” electrical wires may be 
encountered, DO NOT TOUCH ANY 
FRONT METAL PARTS OF THE TOOL! 
Hold the tool only by the plastic handle, 
housing and hand grip (Fig. 1B) to prevent 
electric shock if you saw into a “live” wire. 


WARNING: Alway wear eye protection 
while operating this power tool. 


Wood Cutting 

Before cutting any type of wood, be sure it is firmly 
anchored or clamped to prevent slipping. Place 
blade lightly against work to be cut (Fig. 4), switch 
on saw motor and allow it to obtain maximum 
speed before applying pressure. Always hold saw 
firmly with both hands while cutting. Whenever 
possible, the saw shoe must be held firmly against 
the material being cut. This will prevent the saw 
from jumping or vibrating and minimize blade 
breakage. 


Metal Cutting 

This unit has different metal cutting capacities 
depending upon type of blade used and the metal 
to be cut. Use a finer blade for ferrous metals and a 
coarse blade for non-ferrous materials. In thing 
gauge sheet metals it is best to clamp wood to 
both side of sheet. This will insure a clean cut 
without excess vibration or tearing of metal. Always 
remember not to force cutting blade as this reduces 
blade life an cause costly blade breakage (Fig. 5). 
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NOTE: It is generally recommended that when 
cutting metals you should spread a thin film of oil or 
other coolant along line ahead of saw cut for easier 
operation and longer blade life. 


Pocket Cutting (Wood Only) 

The initial step in pocket cutting is to measure the 
surface area to be cut and mark clearly with a 
pencil, chalk or scriber. Insert pocket cutting blade 
in blade clamp and tighten blade clamp securely. 
Nex, tip the saw backward until the back edges of 
the. shoe is resting on the work surface.Now switch 
motor on, always permiting blade to attain 
maximum speed. Grip handle steadily and begin a 
slow, deliberate upward swing with the handle of 
the saw(Fig. 6). Blade will begin to feed into 
material. Rock tool up to normal cutting position 
after blade has cut through material. Alway be sure 
blade is completely through material before 
continuig with pocket cut. 

NOTE: in areas where blade visibility is limited, use 
the edge of the saw shoe as a guide. Lines for any 
given cut should be extended beyond edge of cut 
to be made. 


Maintenance 

Your DEWALT power tool has been designed to 
operate over a long period of time with a minimum 
of maintenance. Continuous satisfactory operation 
depends upon proper tool care and regular 
cleaning. 


위 


Lubrication 


Your power tool requires no additional lubrication. 


A 
Cleaning 


WARNING: Blow dirt and dust out of the 
main housing with dry air as often as dirt is 
seen collecting in and around the air vents. 
Wear approved eye protection and 
approved dust mask when performing this 
procedure. 


WARNING: Never use solvents or other 

AN harsh chemicals for cleaning the 
non-metallic parts of the tool. These 
chemicals may weaken the materials used 
in these parts. Use a cloth dampened only 
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with water and mild soap. Never let any 
liquid get inside the tool; never immerse any 
part of the tool into a liquid. 


Optional Accessories 


WARNING: Since accessories, other than 

AN those offered by DEWALT, have not been 
tested with this product, use of such 
accessories with this tool could be 
hazardous. To reduce the risk of injury, only 
DEWALT, recommended accessories should 
be used with this product. 

Consult your dealer for further information on the 

appropriate accessories. 


Protecting the Environment 


Separate collection. This product must not 
be disposed of with normal household 
mm waste. 
Should you find one day that your DEWALT product 
needs replacement, or if it is of no further use to 
you, do not dispose of it with household waste. 
Make this product available for separate collection. 


O Separate collection of used products and 
es tS packaging allows materials to be recycled 

and used again. Re-use of recycled 
materials helps prevent environmental 
pollution and reduces the demand for raw 
materials. 





Local regulations may provide for separate collection 
municipal waste sites or by the retailer when you 
purchase a new product. 

DEWALT provides a facility for the collection and 
recycling of DEWALT products once they have 
reached the end of their working life. To take 
advantage of this service please return your product 
to any authorised repair agent who will collect them 
on our behalf. 

You can check the location of your nearest 
authorised repair agent by contacting your local 
DEWALT office at the address indicated in this 
manual. Alternatively, a list of authorised DEWALT 
repair agents and full details of our after-sales 
service and contacts are available on the Internet at: 
www.2helpU.com 
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축 하 합니다! 

디 월트 공 구 를 선택해 주셔서 감 사 합니다. 제품 
개 발 과 HAS 통한 다 년 간 의 ASS DeWALTS 
전문 전동 공구 사 용 자 들이 가장 믿을 수 있는 


기 업 으로 만들어 왔습니다. 


기술 데이터 























DW303 
전압 V 220 
소 비 전 력 W 701 
무 부 하 회 전 수 분  0-2,400 
왕 복 길 이 mm 29 
절 단 능 력 
목재 / 금 속 프 로 파 일 / 금 속 관 mm 300/130/130 
Blade holder universal 
무게 kg 2.9 
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b) 가연성 액체, 가스 또는 먼지 등 폭발성 
분 위 기 에서 전동 STS 사 용 하지 마십시오. 
전동 공 구 에서 먼 지 나 가 스 를 \ 발 화 시킬 수 
있는 불 꽃 이 될 수 있습니다. 

c) 전동 STS 사 용 하는 동안에는 어 린 이 와 
주변 사 람 들 이 작업 영 역 에 가까이 들어오지 
못하도록 하십시오. 주 변 이 산 만 해져 
SAAS 잃을 수 있습니다. 

2) 전기 안전 

a) 전동 공 구 의 플 러 그 는 콘 센 트 와 형 식 이 
일 치 해야 합니다. SHAS 어떤 방 식 으로든 
절대 개 조 하지 마십시오. 접 지 된 (지면 접지) 
전동 공 구 에 어떤 OME SAAS 사 용 하지 
마십시오. 개 조 되지 않은 플러그 및 형 식 이 
일 치 하는 콘 센 트 를 사 용 하면 감전 위 험 이 
줄 어 듭니다. 
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6) 파이프, 라디에이터, 렌지 및 냉장고 등과 
같이 접 지 된 표 면 에 몸 이 SA] 않도록 
하십시오. 신 체 가 접 지 되어 있으면 감전 
위 험 이 높 아 집니다. 
전동 공 구 를 비 또는 습한 환 경 에 노 출 하 지 
않도록 주 의 하십시오. 전동 공 구 에 물 이 
들어가면 감전 위 험 이 높 아 집니다. 
0) 코 드 를 함부로 다루지 마십시오. 코 드 를 
사 용 하여 전동 공 구 를 운 반 하 거나 
잡 아 당 기 거 나 플 러 그 를 뽑지 마십시오. Y, 
오일, 날카로운 모서리 또는 움직이는 
부 품 에서 멀리 떨어진 장 소 에 코 드 를 
보 관 하 십시오. 코 드 가 손 상 되거나 Sts 
있으면 감전 위 험 이 높 아 집니다. 
e) 전동 SPS 실 외 에서 사용할 때는 실외 
사 용 에 적합한 연장 코 드 를 사 용 하 십시오. 
실외 사 용 에 적합한 BES 사 용 하면 감전 
위 험 이 줄 어 듭 니다. 
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3) 신체 안전 

a) 전동 공 구 로 작 업 할 때는 방 심 하지 말고 
작 업 에 주 의 하면서 상 식 에 따 르 십시오. 
피곤한 상 태 이거나 약물, 술 , 치 료 제 를 복 용 한 
상 태 에서는 전동 공 구 를 사 용 하지 마십시오. 
전동 공 구 를 사 용 하다 잠깐만 한 눈 을 
팔아도 심각한 부 상 을 습 

6) 신체 보호 장 구 를 착 용 하십시오. 항상 
보 안 경 을 착 용 하십시오. 적합한 

방진 마스크, 미끄럼 방지 안전화, 안전모 

또는 청력 보호 기구 등 의 보호 장 비 를 

사 용 하면 신체 부상 위 험 이 줄 어 듭니다. 

의 도 하지 않은 장비 가동 방지. 전원 및 / 또 는 

배터리 팩 에 연 결 한 상 태 로 공 구 를 선택 또는 

운 반 할 때는 사 전 에 스 위 치 가 꺼짐 위 치 에 

있는지 반드시 확 인 하십시오. 스 위 치 가 켜짐 

위 치 에 있는 상 태 에서 스 위 치 에 손 가 락 이 

ge 상 태 로 전동 공 구 를 운 반 하거나 전동 

공 구 에 전 원 을 공 급 하면 사 고 가 발 생 합니다. 

0) 전동 공 구 를 켜기 전에 모든 조정 키 또는 

렌 치 를 제 거 하십시오. 전동 공 구 의 희 전 

부 품 에 렌 치 나 키 가 장 착 되어 있으면 부 상 을 

당할 수 있습니다. 

무 리 하게 팔 을 WA] 마십시오. 항상 올바른 

자 세 로 서서 균 형 을 유 지 하십시오. 그러면 

예기치 않은 상 황 에 서 의 전동 공 구 에 대한 

제 어 력 이 향 상 됩니다. 

적절한 의 복 을 착 용 합니다. 헐렁한 옷 이나 

장 신 구 를 착 용 하지 마십시오. 머리카락, 옷 및 

장 갑 이 움직이는 부 품 에 당 지 않도록 

유 의 하십시오. 헐렁한 옷 , 장신구 또는 긴 

머 리 가 움직이는 부 품 에 낄 수 있습니다. 
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9) 먼지 배출 및 집진 시설 ABS 위한 장 치 가 
제공된 경우, 이들 장 치 가 연 결 되어 적절히 
사용되고 있는지 반드시 확 인 하십시오. : 집진 
Sale 사 용 하면 먼 지 와 관련된 위 험 을 줄일 
수 있습니다. 


4) 전동 공구 사용 및 주의 사항 
a) 전동 공 구 에 무리한 AS 가하지 마십시오. 
해당 용 도 에 맞는 올바른 전동 공 구 를 
사 용 하십시오. 올바른 전동 STE 사용해야 
설계된 Soe 작 업 을 더욱 안 전 하 고 
정확하게 수 행 할 수 있습니다. 
스 위 치 로 켜 지 고 꺼지지 않는 전동 공 구 는 
사 용 하지 마십시오. 스 위 치 로 제 어 되 지 않는 
전동 공 위 험 하 므로 수 리 해야 합니다. 
c) 전동 STS 조 정 하거나 액 세 서 리 를 
변 경 하 거나 보 관 하기 전에 전원 및 / 또 는 
배터리 팩 에서 플 러 그 를 빼 십시오. 이러한 
예 방 적 안전 조 치 를 따라야 전동 공 구 가 
갑자기 작 동 할 위 험 이 줄 어 듭니다. 
d) 사 용 하지 2. 는 전동 STH 어 린 이 의 손 이 
말지 않는 곳에 보 관 하고, 전동 공 구 나 본 지시 


사 항 에 익 숙 하지 않은 사 람 이 전동 공 구 를 절대 


사 용 하지 못하게 하십시오. 전동 공 구 는 
훈 련 을 받지 않은 사 용 자 가 다 루 면 
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위 험 합니다. 

e) 전동 공구 유지 a 움직이는 부 품 의 잘못된 
정 렬 이나 바인딩, 부 파손 및 기타 전동 
공 구 의 작 동 에 영 향 을 미칠 수 있는 기타 모든 
상 태 를 확 인 하 십시오. 손상된 부 분 이 있는 


경우 사 용 하기 전에 전동 공 구 를 
수 리 하십시오. 많은 사 고 는 전동 공 구 를 
제대로 유지 보 수 하지 않아 발 생 합 니다. 

1) 절삭 공 구 를 예 리 하고 깨끗한 상 태 로 
유 지 하 십시오. 절삭 가 장 자 리 를 예 리 하 게 잘 
유 지 하면 절 삭 기를 사용할 때 바 인 딩 이 적고 
다 루 기 가 용 이 합 니다. 

9) 작업 환 경 과 수 행 할 AAS 고 려 하여, 본 지시 
사항 } 에 따라 전동 공구, 액세서리 및 툴 비트 

를 AS n 본 사용 설명서 의 내 용 과 





다른 용 도 로 전동 공 구 를 사 용 하면 위험한 
상 황 이 발생할 수 있습니다. 

5) 정비 B 

a) 자 격 을 갖춘 기 술 자 가 동일 교체 부 품 을 


사 용 하여 정비 작 업 을 수 행 해 야 합니다. 
그래야 전동 공 구 의 안 전 이 보 장 됩 니다. 








절단 공 구 로 내 부 의 전 선 이나 코 드 에 접 촉 할 
경 우 가 있을 때에는 공 구 의 절연 손 잡 이 를 
잡 으 십시오. 전 기 가 흐르는 선 에 접 촉 하면 
작 동 중인 공 구 의 금속 부 분 에 전 기 가 흐르게 
되고 사 용 자 가 쇼 크 를 받을 수도 있습니다. 
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경 고 ! 전 동 샌딩, 톱질, 연마, 드 릴 이나 
A 기타 건설 작업 중에 발생한 분 진 에는 암 , 
유산 등 을 유 발 시키는 화학 물 질 이 

포 함 되어 있습니다. 이러한 화학 물 질 의 
예 는 다 음 과 같습니다 

: 납 성분 페 인 트 의 납 

HS, 시멘트 및 기타 석조 공 사 에 발 생 하는 

크 리 스 탈 린 실리카 

: 화 학 처리 목 재 ( ㄷ ^) 에 서 검 출 되는 비소 및 

크롬 

이들 물 질 에 노 출 될 경 우 에 따르는 위 험 성 은 

다 양 하며, 이러한 환 경 에 서 의 작업 빈 도 에 


비 례 합니다. 화학 물 질 에 대한 노 출 을 줄이기 
위해서는 환 기 가 잘되는 공 간 에서 작 업 해야 하며 
분진 마 스 크 ( 미 세 분 자 까지 걸 러 낼 수 있도록 
고안된 것 ) 등 의 안전 장 비 를 착 용 하도 

하십시오 

: 당 신이 구 매 하신 공 구 에는 아래와 같은 기 호 가 
표 기 되여 있습니다. 기 호 와 이에 aae 

의 미 는 아래와 같습니다: 





























새재 볼트 
A es 암페어 
Bz eee ces 이이 이 헤르츠 
Woo 헤르츠 
mows 분 
PX E E E A T 교류 
가 rer 직류 
ee E 무 부하 회 전 수 
fees eens 이중 절연 
[MİN 분당 회 전 수 또는 왕 복 수 
스가 접지 단자 
D 안전 경고 심볼 
스위치 (변속) 
변속 트리거 스 위 치 (그림 TAMIS 다양한 
기 능 이 있습니다. 트 리 거 가 세게 누를 수록 톱 의 


속 도 가 높아지며, 공 구 의 전 원 을 그 려 면 
트 리 거 를 eo co 


블 레 이 드 를 톰 에 장 착 하려면: 
1. 블레이드 클램 aa 1C) 2] 나사 


he 
0% 


하 이 동 ee 블레이드 클램프 
( 그 림 20) 사 이의 앞 부 분 에 상 크 (그림 2B)= 
끼 우 십 시 오 . 상 하 이 동 샤프트 핀 ( 그 림 20) 에 


블 레 이 드 의 4S 맞 추 십시오. BE 나 사 가 
A 


풀 려 있을 때 클램프 





t 
방 지 하기 위한 것 입니다 


3. LAPS 조 이 십시오. 블 레 이 드 가 부러져 
F37 클램프 밖으로 나오지 않을 경 우 에 
Al 


= 
나 사 를 느슨하게 하고 못 이 나 뽀 족 한 물 질 을 
이 용 하 여 FAS 꺼 내 십시오. 


A 경 고 ! 블 레이드 보 호 대 (그림 10) 는 


AAS 위한 것이므로 제 거 하지 마십시오. 


플 러 시 절단 








S 모터 및 스핀들 덮 개 의 간결한 디 자 인 으로 
바닥, 코너 등 작 업 이 어려운 공 간 (그림 3) 에 서 
최대한 가 깝 게 하여 작 업 할 수 있습니다 
경 고 ! 벽 , 바닥 등 전 기 가 흐르는 공 간 에서 
ÂA Eae 할 경우 전 선 에 se 수 있습니다 
공 구 의 금속 부 분 을 절대로 만지지 
마십시오. 전 기 가 흐르는 전 선 에 SAS 
한 경 우 의 전기 쇼크 방 지 를 위해서 
반드시 플라스틱 핸들, 몸 체 와 
손 잡 이 (그림 18) 를 쥐고 작 업 하 십시오 
경 고 ! 전 동 공 구 를 사용 중에는 항상 
보 안 경 을 착 용 해야 합니다. 
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좋습니다. 


발 생 시 키지 않고 
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전 미 끄 럼 을 방 지 하기 위해서 
호 


더 

Jo 

Uo 

y 

> 

> 

Lo 

H 
om 

ih 

Hi M 

ot 

꼬모 

오니 
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블 레 이 드 의 종 류 와 절 단 하려는 
따라 각기 다릅니다. 철 금 속 에는 


비철 금 속 에는 결 이 거친 

. 않고 평평한 금속 철 판 의 
고 정 용 목 재 를 대는 것이 가장 
진 동 이나 금속 부 스 러 기 를 
깨끗하게 절 단 하기 위한 


것 입니다. 블 레 이 드 에 지나치게 힘 을 주면 


수 명 이 감 소 하고 


5) 
주 의 : 금 속 을 절단 
바 르 거나 42 


포켓 절 단 ( 목 재 어 
포켓 절 단 시 에는 
연필, 분필 등 의 
LS, 니르 O 
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손 상 이 2 수 있습니다. (그림 
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x 
기 울 이 십 시오. 모터 스위 


치를 켜고 블 레 이 드 를 
최대 속 도 에 이 르 도 록 하십시오. 이 상 태 에 서 
손 잡 이 를 7HSAl 쥐고 전방 핸 들 을 잡은 
Hko 


상 태 에 서 서서히 위쪽 방 향 으로 


왕 복 시 키 십 시 오 ( 그 림 6). 블 레 이 드 를 tae 
속 으 로 점차 깊숙히 밀어 넣 으 십시오. 
블 레 이 드 가 작 업 물 을 통 과 한 후 에 는 일반 절단 
AAO] STS 위 치 시켜야 합니다. 계 속 해 서 
포켓 절 단 을 하기 전에 반드시 블 레 이 드 가 
작 업 물 을 완전히 통 과 했는지 확 인 하십시오. 
주의: 블 레 이 드 를 확인할 수 없는 작 업 의 

경 우 에는 톱 슈 가 장 자 리 를 가 이 드 로 

이 용 하 십시오. 절 단 하고자 하는 선 은 절 단 된 
가장자리 밖에 있어야 합니다. 

유 지 보 수 

디 월트 전동 공 구 는 최 소 한 의 유지 보 수 로 

장 기 간 에 걸쳐 작 업 이 가 능 하 도록 설 계 되 어 
있습니다. 만 족 스러운 연속 작 동 은 적절한 공구 
관 리 와 정 기 적 인 청 소 에 따라 그 성 능 이 달라질 
수 있습니다 

윤 활 방법 

전동 공 구 는 별 도 의 윤활 작 업 이 필 요 하 지 
않습니다. 


[> bb 


통풍구 속 이 나 주 변 에 먼지 
는 것이 보이면 가능한 한 ㅅ ^ 
공 기 를 이 용 하 여 몸 체 에서 
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to 
4. 
Hel 
uo 
oz 
H 
ng 


O 
이러한 부 분 에 사 용 된 재 료 가 약 해 질 수 
있습니다. HHO 물 과 순한 비 누 를 적셔 
HOEAALS. 공 
넣거나 공구 부품 
행 동 은 절대 금물 


[원 
i 
오 


옵션 액세서리 


경고! 디 월트 에서 제 공 하지 않은 

액 세 서 리 는 본 제 품 에서 테 스 트 되지 
않 았 으 므 로 본 제 품 에서 이러한 

액 세 서 리 를 사 용 하 면 위 험 할 수 
있습니다. 신체 부 상 의 위 험 을 줄 이 려 면 
본 제 품 에 디 월 트 권장 액 세 서 리 만 
사용해야 합니다. 

해당 액 세 서 리 에 대한 자세한 정 보 는 판매 


대 리 점 으로 문 의 하십시오. 


>i 


환경 보호 


분리 수 거 하십시오. 본 제 품 을 일반 

가정용 쓰 레 기 로 처 리 하면 안됩니다 
=i 
디 월트 제 품 을 교 체 해 야 하거나 더 이상 쓸 모 가 
없 어 졌다고 판 단 될 때는 본 제 품 을 가정용 
쓰 레 기 와 함께 처 리 하지 마십시오. 이 제 품 은 
분리 수 거 하십시오. 

사 용 하던 제 품 과 포 장 을 분리 
OX 자 원 을 재활용 및 재 사 용 할 수 있습 
OO 재활용 자 원 을 이 용 하 면 환경 모 염 이 

방 지 되고 고철 자 원 어 수 요 를 

% 다 
지 역 에 따라 가정용 가 전 제 품 을 분리 수 거 하는 
규 정 이 마련되어 있거나 새로운 제 품 을 구입할 
때 판 매 점 에서 폐기 WHS 알려줄 수 있습니다. 
디 월트 는 사 용 이 끝난 디 월트 제 품 을 수 집 하여 
재 활 용 하기 위한 시 설 을 운 영 하 고 있습니다. 이 
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서 비 스 를 활 용 하려면 당 사 가 폐 제 품 수 거 를 

위 임 한 공인 수리 대 리 점 에 ASS 반 환 해 
주십시오. 

본 사용 사용 설 명 서 에 기재된 연 락 처 로 가까운 


| 
디 월트 센 터 에 연 락 하 면 가까운 수리 지 정 점 


위 치 를 찾을 수 있습니다. 또는 다음 웹 


사 이 트 를 방 문 하여 디 월트 공인 수리 대리점 
목 록 과 A/S 및 연락처 등 자세한 정 보 를 찾 아 볼 
수 있습니다. 

www.dewalt.co.kr 
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